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  Carrier 
 

 V1000 Series 
   

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

V1020 V1022 V1030 V1032 V1040 
 
Ideal for owner of single 
heli or light operations 
Fits MD500 with pods 
Length:  171" (4343cm) 
 
With Pneumatic Support 
Wheels 

 
Ideal for fleet of light 
turbines. Most popular 
model. 
Length: 172" (4369cm) 
 
Can carry much more 
weight than V1020 with 
Rubber Support Wheels 

 
Ideal for light turbines fleet 
needing extra power for 
slope or needing extra 
length to clear underbelly 
accessories 
Length: 202" (5131cm) 
 
Can carry 25% more weight 
than V1022. Traction motor 
double the power of V1022. 

 
Ideal for fleet of light 
turbines with need to 
serve B205-B412 on 
occasional basis. 
Length: 212" (5385cm) 
 
Same as V1030. Add: 
+10" (25cm) more  
+1 extra set of arms for 
B205-B412.   

 
Designed to serve first the 
B205-B412. Can also 
serve light turbines.  
Length: 220" (5588cm) 
 
Same as V1030, Add: 
+18" (46cm) longer 
+8" (20cm) wider 
+1 extra set of arms for 
B205-B412.  

Capacity: 
4 500 lbs (2000kg) 
AS350,  
B206B, B206L,B407 
EC120, EC130 
MD500 (with pod) 
 
*  = Marginal 
Underlined = Ideal for 

 
7 500 lbs (3400kg) 
AS350, A119 
B206B, B206L, B407 
EC120, EC130 
EC135, EC145*,BK117* 
MD500 (without pod) 
MD600, 

 
9 500 lbs (4300kg) 
AS350, A119,  
B206B, B206L, B407,  
B429, B430, 
EC120, EC130, EC135*, 
EC145, BK117,  
MD500 (without pod),  
MD600,  

 
9 500 lbs (4300kg) 
Same as V1030, 
Add: B205,B212, B214B, 
B412, B412 
 

 
10 500 lbs (4770kg) 
AS350, A119, B206L, 
B407,B429, B430,  
B205, B212, B214B, B412 
EC120, EC130, EC145, 
BK117, MD600 

 

 

 

 

 

20 Reasons  to choose the Heli-Carrier !  
Master  Tough Environments: 
1) Climb steep slopes 
2) Cross hangar steps & rails  
4) Operate on snow, ice, gravel & grass 
5) Roll smoothly over pebbles & cracks 
6) Lift high to clear obstacles & curves 
 

Ensure  Personnel Safety : 
11) Attach & drive carrier without risks of occupational injuries 
12) Activating Brisk Speed Mode only possible when holding both grips 
13) Hydraulic Emergency braking system included in case of hose failure 
14) Carrier automatically brakes to a stop when grip is released 
 Protect Equipment: 
15) View tail and blades by using the hand held control grip  
16) Drive carrier under helicopter without need for precision 
17) Position & attach carrier without contact with helicopter underbelly  
18) Attach safely to standard skid wheel pins and simply rest arms against skids 
19) Operate system in slow mode for delicate & precise manoeuvres into hangars 
20) Perform easy & minimal maintenance of tough built Carrier 
 

Enjoy  Efficiency: 
7) Be ready to go in less than 5 minutes 
8) Use brisk mode to cover long distances 
9) End labour interruptions due to handling  
10) Make pilots fully & safely autonomous  
    within & outside regular business hours 
 
 

 

 

 

V1020, 1022, 1030, 1032, 1040 



info@helitowcart.com +1.418.561.4512 www.helitowcart.com 
Carrier_V1000_Brochure_(2011_08_03) Printed in Canada Page 2 of 2 
 

Specifications 
Traction 
System  

 
 
 

Traction 
Motor 

 
 

Traction 
Wheel  

Hydraulic. Horizontal movement speed is controlled by a 
proportional slider switch mounted on control panel right hand 
grip. It is adjusted to provide smooth & precise 
acceleration/deceleration at movement start/finish. Speed 
control by slider proportional control switch. 
Hydraulic Wheel Motor 
600 lbs straight pull @ 3800 in/lbs torque 
New V1030 & V1040 equipped with double capacity traction 
wheel motor 
Deep set threads pneumatic tire / 65 psi  
Wheel: 16.5”x 6.5”  (42 x 17cm) / with 8’’ (20cm) hub.  

Hydraulic 
Pump  

Gear pump / Max. 4500 p.s.i (2000kg) .6.c.c. per Rev.  
New High Flow Pump for faster speed  

Drive 
Motor  

Using only 4 hp of the 20 hp available. / Up 
to 10kw capacity / 48volts / fan cooled 
continuous use 80% duty cycle motor 

Safety 
Brake 

New Automatic Safety Brake  
locks oil pressure in case of hydraulic failure. Ensures safe 
return to base if occurs on slope 

Electrical 
System  

48v Electric Motor  
12v Valve driver  
24v to APU (option) 

Oil Tank New Larger Oil Tank for 100% Duty Cycle  
as greater oil quantity helps maintain  
low temperature and thus lowers energy consumption  

Converter New  48v-to-12v Converter added to 
ensure batteries discharge equally. 
Prevents uneven long term battery 
performance  

Solenoid 
indicators 

New Light Indicators on valve solenoid connectors to facilitate 
trouble shooting   

Batteries 
 

APU option 

Require 4x 12 volts Deep Cycle Batteries  
New Battery Charge Level Indicator 
24v. / With Aviation Standard Receptacle 

Paint New Yellow Parts Powder Coated for more durability 
Charger 115/230v. 10 amps 

 
 
 

 
 

 
 

AS350 B206B B206L EC120 EC130 EC145 MD500 Univ (EC1 35) 

 

 

Same for B407, B205, 
B212, B214B,B412 

 
     

 

 

New Driver Board for smoother 
operation & double speed mode 
New Brisk Pace Activator 
added for faster speed on long 
distances 

 
V1020 Pneumatic  

 
V1030-V1040  
Rubber 

Support Wheels  

Hand Held Grip 

 
High Clearance   7” (18cm)   
 

 
 

 
 

 
Ideal for uneven  
terrain & hangar rails 

3-Point Contact  
Ensures continuous traction 
on challenging field 

 

 

Option Pivotal A rm  
To contour floatation devices 
Ensures compatibility to most 
float equipped helicopters 

Option APU  
Powered from  
Carrier batteries 

 

New B429 Attachment   

Attachments  

 
V1022 Rubber 

New  Eco-Friendly Option : Vegetable oil for hydraulic system 


